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About This Manual 


Preface 


Read This First 


This document describes the board-level operation of the TMS320C54x eval- 


uation module (EVM). 


The TMS320C54x EVM is a PC-AT plug-in card that lets you evaluate certain 
characteristics of the TMS320C54x digital signal processor (DSP) to deter- 
mine if the DSP meets your application requirements. You can also create your 
software to run on board or expand the system in a variety of ways. 


Notational Conventions 


This document uses the following conventions. 


tively as the 'C54x. 


[1] The TMS320C541 and TMS320C542 processors are referred to collec- 


_j Program listings, program examples, and interactive displays are shown 


in a special typeface similar to a typewriter’s typeface. Here is a sample 


program listing: 


@radix 16; 
equations 
'usrsel_ = !haen 
( ((map==0) & 
# ((map==1) & 
# ((map==2) & 
# ((map==3) & 


& '!bhe_ & 
addr >= 0a40 
addr >= 0a8s0 
addr >= 0b20 
addr >= 0b40 


'had 


& 


& 
& 
& 
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Information About Cautions 


This book may contain cautions. 


This is an example of a caution statement. 


A caution statement describes a situation that could potentially 


damage your software or equipment. 


The information in a caution is provided for your protection. Please read each 
caution carefully. 


Related Documentation From Texas Instruments 


To obtain a copy of any of these Tl documents, call the Texas Instruments Liter- 
ature Response Center at (800) 477-8924. When ordering, please identify the 
document by its title and literature number. 


TMS320C54x User’s Guide (literature number SPRU131) describes the 
TMS320C54x 16-bit, fixed-point, general-purpose digital signal proces- 
sors. It describes pin assignments, architecture, internal register struc- 
ture, instruction set, pipeline, specifications, DMA, and I/O ports. Soft- 
ware and hardware applications are covered in dedicated chapters. 


TMS320C54x Assembly Language Tools User’s Guide (literature number 
SPRU102) describes the assembly language tools (assembler, linker, 
and other tools used to develop assembly language code), assembler 
directives, macros, common object file format, and symbolic debugging 
directives for the ’C54x generation of devices. 


TMS320C54x Optimizing C Compiler User’s Guide (literature number 
SPRU103) describes the ’C54x C compiler. This C compiler accepts 
ANSI standard C source code and produces TMS320 assembly lan- 
guage source code for the 'C54x generation of devices. 


TMS320C5xx C Source Debugger User’s Guide (literature number 
SPRUO99) tells you how to invoke the ’C54x emulator, EVM, and 
simulator versions of the C source debugger interface. This book 
discusses various aspects of the debugger interface, including window 
management, command entry, code execution, data management, and 
breakpoints. It also includes a tutorial that introduces basic debugger 
functionality. 


If You Need Assistance / FCC Warning / Trademarks 


If You Need Assistance. . . 


FCC Warning 


Trademarks 


If you want to... 


Request more information about 
Texas Instruments Digital Signal 
Processing (DSP) products 


Ask questions about product 
operation or report suspected 
problems 


Order Texas Instruments 
documentation 


Ask questions about product 
operation or report suspected 
problems 


Report mistakes in this document 
or any other Tl documentation 


Do this. . . 


Write to: 

Texas Instruments Incorporated 

Market Communications Manager, MS 736 
P.O. Box 1443 

Houston, Texas 77251-1443 


Contact the electronic bulletin board: 
(713) 274-2323 


Call the TI Literature Response Center: 
(800) 477-8924 


Call the DSP hotline: 
(713) 274-2320 
FAX: (713) 274-2324 


Fill out and return the reader response card at 
the end of this book, or send your comments to: 
Texas Instruments Incorporated 

Technical Publications Manager, MS 702 

P.O. Box 1443 

Houston, Texas 77251-1443 


Electronic mail: comments@books.sc.ti.com 


This equipment is intended for use in a laboratory test environment only. It gen- 
erates, uses, and can radiate radio frequency energy and has not been tested 
for compliance with the limits of computing devices pursuant to subpart J of 
part 15 of FCC rules, which are designed to provide reasonable protection 
against radio frequency interference. Operation of this equipment in other en- 
vironments may cause interference with radio communications, in which case 
the user at his own expense will be required to take whatever measures may 
be required to correct this interference. 


MS-DOS and MS-Windows are registered trademarks of Microsoft Corp. 


PC-DOS is a trademark of International Business Machines Corp. 
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Chapter 1 


Overview of the TMS320C54x EVM 


The TMS320C54x evaluation module (EVM) is a PC/AT plug-in card that lets 
you evaluate certain characteristics of the ’C54x digital signal processor (DSP) 
to see if the DSP meets your application requirements. You can also create 
your software to run on board or expand the system in a variety of ways. 


The ’C54x EVM carries a ’C541 DSP on board to allow full-speed verification 
of ’C54x code. The ’'C541 has 5K bytes of on-chip program/data RAM, 
28K bytes of on-chip ROM, two serial ports, a timer, access to 64K bytes each 
of external program and data RAM, and an external analog interface for evalu- 
ation of the ‘C54x family of devices for a given application. 


To simplify code development and shorten debugging time, a graphical, 
window-oriented debugger is also included. Its friendly, window-, mouse-, and 
menu-oriented interface reduces learning time and eliminates the need to 
memorize complex commands. For more information about the debugger, re- 
fer to the TMS320C5xx C Source Debugger User's Guide. 
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Key Features of the TMS320C54x EVM 


1.1 Key Features of the TMS320C54x EVM 
The 'C54x EVM has the following features: 


Lj 
L) 


L) 


’°C541 operating at 40 MIPS with 128K words of zero wait-state memory 


Voice-quality analog interface to line I/O or speaker/microphone (user- 
selectable) via standard RCA connectors 


External serial port 
Parallel I/O expansion bus 


Two 16-bit bidirectional host/target communication channels; one channel 
contains 64 words of buffering 


Embedded emulation support based on the IEEE 1149.1 standard 


A single 16-bit ISA half card, mappable to one of four I/O locations 


Functional Overview of the TMS320C54x EVM 


1.2 Functional Overview of the TMS320C54x EVM 


Figure 1-1 shows the basic configuration and interconnects of the ’C54x EVM, 
including the host interface, target memory, analog interface, and emulation 
interface. The ’C54x EVM supports a 16-bit PC/AT-host interface. 


The ’C54x interfaces to 128K words of zero wait-state static memory. An exter- 
nal I/O interface supports 16 parallel I/O ports, a serial port, and other I/O fea- 
tures. The I/O connector is a standard, 64-pin DIN connector. The 
TLC320AC01 analog interface circuit interfaces to the ’C54x serial port. Two 
RCA connectors provide analog input and output. 


A 74ACT8990 supports embedded emulation for the C source debugger and 
loading of code. There is no on-board boot PROM/EPROM or direct access 
into the ’*C54x memory. User applications communicate to the ’'C54x through 
the host communications port. 


Figure 1-1. 'C54x EVM Connectivity 
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TMS320C54x EVM Host Requirements 


This chapter describes PC host requirements for the ’'C54x evaluation module 


(EVM). 
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The TMS320C54x EVM Board 


2.1 The TMS320C54x EVM Board 


The ’C54x EVM board is a PC/AT half-length board that installs in a vacant 
16-bit slot in your PC. Figure 2—1 shows the layout of the ’C54x EVM. 


For more information about installing the ‘C54x EVM, refer to the 


TMS320C54x Evaluation Module Installation Guide. 


Figure 2-1. 'C54x EVM Board 


COOOCOOCOOCOCOOOOOOOOOOOOOOOOOOCOO00N 
oO eee OO OOOO OO OOOOCOOOOOOOCEA ‘@) 


4 

i 
eel 
N 
Ny 
m 
ew 
a 
en 


oé6f0 oO 
8 Ge 


Ferre 
=) = = = = 
—_ = = =). |= 
im SH = = = 
——} = = = = 
= = R1 R2 
= = = mm = 
ona hth SL i2< 
—— oD as 
[> a Fg ce 6 ca & coach c13. c S's a 
-—> af Ne c¢ Clga © m R5 om = m -z 
>, wf = o> % @ sq mo ci2-f" f= =p T ra 
-——— = = = —— = 5 2B: =e =U 
i = = = = = = = = == nN) 
SSS = = = = a =f = =s 
—" = = = —— = =: 2s =0 
—>) = = = er = 2 = = == =e 
— a ee a = = as = 5 = 
= ic Oo Ré R7 Bo - = 2 =x 
Cie m ™ ciz7_ 1 po | cig cio O copm © 
- bam oO Orie nM 
mi cai c23 CS2e dq s 
TLL “Mit | = = = c= 
> | = = = eee =S ED TATLININUAAUHLITA TT ml 
-— cl = = = =| =a, = = a 
Hel Hl = = a = a 
i—— Jc o M™c26 — = “@ 2 a 
i—>." c25 ey = z 
== cf Tl fia a, = z 
= 3 =a = = = >A TUTTLE AIT = 
Pp E EISIE Fe a zi 
tot | PP tn |S o £38 a 
/— m c29 =PE Rae im 
=| j= z 
> c S)= mu o 
7 reac Re 3 
Or oy m R240 iS 
j=) §c37 2 
> B Oo > 
= Fa ARs im 
> sea aye Ola c [oie io 
ooag o a oN 
= wo® 
— ie 
-—> 
> 
on 
— 
—— 
— 
—— 
—- 


i ms a Ra 
om == 
R27 =[a|= =) |= 
a A =LJ= Of o a (al a 2_m 
R28 of & u26 2 m == 1 8 =|"| 
rep “oom Aa? Rai ue 
S[Og e304) m2}| R57 Cl Cal e353 
nloo| m DI on R42 EI 
ol C46 a 1 R43 a 
O}RS 
C49 a 
© Fo © 
Oo a“ 
cso ID] 1 
C51 
| HH || | | 


2-2 


Host Requirements 


2.2 Host Requirements 


To install the EVM board and test and run applications successfully, you need 
at least a minimum hardware configuration. These are the minimum host sys- 
tem requirements for the ’C54x EVM: 


L 


L} 
L) 
Lj 
L) 
Lj 


Host. An IBM PC/AT or 100%-compatible ISA/EISA-based PC 
Expansion slot. One 16-bit slot 

I/O bus clock speed. 8MHz or less 

Memory. At least 640K bytes of RAM 

I/O space. 96 bytes (mapped into three, 32-byte pages) 


Power requirements. 


m@ 1.5 amps at5 volts 

m@ 0.1 amps at —5 volts 
m@ 0.5 amps at +12 volts 
m@ 0.1 amps at -12 volts 


If you use a daughter card, you might exceed the above current 
ratings. However, make sure that you do not to exceed the host 
computer’s recommended power ratings. 


For more information about installing the ’‘C54x EVM, refer to the 
TMS320C54x Evaluation Module Installation Guide. 
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2.3 Host I/O Map Requirements 


The ’C54x EVM resides in the host I/O address space. It requires three 32-byte 
pages, for a total of 96 bytes. Pages are spaced 1K bytes apart. Since PC/AT- 
compatible machines decode only the first 1K of I/O space, the three pages 
appear to be mapped on top of one another. 


You can map the EVM into one of four I/O base address ranges by setting 
switches 1 and 2, as shown in Table 2—1. Check your PC system documenta- 
tion to make sure that the I/O space you have selected does not conflict with 
other I/O devices such as disk controllers, local area network controllers, etc. 


Table 2-1.’C54x EVM Switch Settings for I/O Address Space 


1/O Address Space Switch #1 Switch #2 
0x0240-0x025F page 0 on on default setting 
0x0640-0x065F page 1 

0x0A40-0x0A5F page 2 

0x0280-0x029F page 0 on off 
0x0680-0x069F page 1 

Ox0A80-Ox0A9F page 2 

0x0320-0x033F page 0 off on 
0x0720-0x073F page 1 

0x0B20-0x0B3F page 2 

0x0340-0x035F page 0 off off 
0x0740-0x075F page 1 

0x0B40-0x0B5F page 2 


Chapter 3 


TMS320C54x EVM Operation 


This chapter describes the 'C54x evaluation module (EVM), its key compo- 
nents, and how they operate. It also provides additional information on the 
EVM's various interfaces. 


The ’C54x EVM consists of seven major blocks of logic: 


lL) ’C54x memory interface 

LJ PC/AT host interface 

Lj ’C54x I/O interface 

Lj) Host/target communications interface 

Lj External serial port 

Lj) Analog interface 

Lj Emulation interface 
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TMS320C54x Memory Interface 


3.1 TMS320C54x Memory Interface 


3-2 


The EVM includes 64K words of zero wait-state program memory and 64K 
words of zero wait-state data memory, providing a total of 128K words of exter- 
nal memory. Two important conditions affect memory usage: 


(1 Memory precedence. Internal memory, when enabled, takes prece- 
dence over external memory. If you want to use external memory at loca- 
tions that correspond to internal memory locations, you must disable those 
on-chip memories at run time. Refer to the TMS320C54x User's Guide for 
more information. 


Lj Wait states. External memory is subject to automatic wait-state insertion. 
If you want to access external memory without wait states, you must set 
the on-chip wait-state generator to zero wait states for program and data 
memory. Refer to the TMS320C54x User’s Guide for more information. 


Mm Forthe’C54x memory, no wait states or program/data bank switching 
delay is necessary. 


m For the ’C54x host interface I/O, two or more wait states are required. 
However, external I/O devices of your own may require more wait 
states. Refer to the TMS320C54x User’s Guide for more information 
about the software-programmable wait-state generator. 
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3.2 PC/AT Host Interface 


The PC/AT interface provides the buffering, host I/O decode, and access con- 
trol. The PC/AT host communicates to the ’C54x EVM via 38 16-bit I/O loca- 
tions. Each I/O location is defined by the I/O page 0 address described by an 
offset. The first 32 I/O locations support emulation. The remaining six locations 
support host/target communications and control. The I/O offsets are defined 
in Table 3-1. 


Table 3-1. ’C54x EVM Host Interface Register Offsets 


|/O Offset From Base Address _ Register Size Register Type 
0x0000-0x01F Test bus controller 16 Read/write 
0x0400-0x41F Test bus controller 16 Read/write 
0x0800 Channel A 16 Read/write 
0x0802 Reserved 16 Read/write 
0x0804 Channel B 16 Read/write 
0x0806 Channel B 16 Read/write 
0x0808 Status/control 16 Read/write 
0x080A Status/control 16 Read/write 


Note: All locations are defined as 16-bit words. The EVM hardware ignores byte accesses. 


Register usage is summarized in Table 3-2. 
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PC/AT Host Interface 


Table 3-2. ’C54x EVM Host Interface Register Usage 


Register Description 
Test bus controller Used for emulation 


Channel A A single, bidirectional register for transferring commands and 
data 


4 Host writes to channel A (offset 0x0800) overwrite the cur- 
rent value and generate an INT 1 tothe target, set the AXST 
bit (bit 0) in the host control register, and set the ARST bit 
(bit 1) in the target control register. 


(1 ~Host reads to the same location clear the ARST bit (bit 1) 
in the host control register and clear the AXST bit (bit 0) in 
the target control register. 


Channel B A 64-deep, bidirectional first-in first-out (FIFO) register for 
transferring commands and data 


[j Host writes to either location (0x0804 or 0x0806) are 
buffered by the FIFO. Data is ignored if the channel is full. 


(1 Host writes to offset 0x0806 have the side effect of gener- 
ating an INT2 on the target. A transmit-FIFO-full signal also 
generates an INT2 on the target. 


Status/control A register that provides system-level control and status for the 
EVM. Host writes to offsets 0x0808 and 0x080A are identical 
except that writes to offset Ox080A reset the ARST, AXST, 
BRST, and BXST flags for the host and target and the BRST2 
flag for the host. This should be done by the host at the start of 
the host/target communications. Note that the debugger resets 
(via the RESET bit) the target and emulation only. 


The host control register is shown in Figure 3-1; the bit definitions are shown 
in Table 3-3. See Section 3.4 on page 3-9 for details of host/target commu- 
nications. 
Figure 3-1. Host Control Register 
15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 
fess we ore [ove [roo [oes] wes Ter [row ow Too [oer [oor [ner] 
R/W R/W R/W R/W R/W R R R R R R R R R R R 


Note: Writes to read-only bits have no effect. 
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PC/AT Host Interface 


Table 3-3. Host Control Register Bit Definitions 


Bit 


N DO Oo Ff 


10 


11 
12 


13 


14 


15 


Name 


AXST 


ARST 


BXST 


BIO 
XF 
REVO 
REV1 
BRST 


BRST2 


HBIO 
ATIE 


BTIE 


MP/MC 


RESET 


Description 


Channel A transmit status. If AXST = 1, the host has written to its channel A register. The 
AXST flag is cleared when the target reads channel A. 


ChannelA receive status. If ARST = 1, the target has written to its channel A register. The 
ARST flag is cleared when the host reads channel A. 


Channel B transmit status: 


Bit 3 Bit 2 Channel B Transmit Status 
0 0 buffer empty 
0 1 buffer less than half full 
1 1 buffer half or more full 
1 0 buffer full 


BIO input to target processor 

External flag from target processor (status) 
Card revision status bit 0 

Card revision status bit 1 


Channel B receive status: 


Bit 9 Bit 8 Channel B Receive Status 
0 0 buffer empty 
0 1 buffer less than half full 
1 1 buffer half or more full 
1 0 buffer full 


Channel B receive status bit 2. If BRST2 = 1, the target has written to channel B, forcing 
an interrupt. The BRST2 flag is cleared when the host reads its channel B. 


Host BIO input to target processor 


Channel A target interrupt enable. If ATIE = 1, channel A receive conditions generate a 
host interrupt. 


Channel B target interrupt enable. If BTIE = 1, channel B receive conditions generate a 
host interrupt. 


Microprocessor/microcomputer mode select. The EVM powers up in microcomputer 
mode. 


Software reset. If RESET = 1, the target processor and emulation logic are reset, but the 
host/target communication flags are not reset. 
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The target processor can interrupt the host under certain conditions. For more 
details, see Section 3.4, Host/Target Communications, on page 3-9. You can 
select from four host interrupts: IRQ5, IRQ7, IRQ10, and IRQ11. Configure 
jumper block JP1 to select the appropriate interrupt. JP1 jumper settings are 
shown in Table 3-4. 


Table 3-4. Host Interrupt Selection 


Host Interrupt JP1 Jumper Setting 


IRQ5 Pins 1-2 
IRQ7 Pins 3-4 
IRQ10 Pins 5-6 
IRQ11 Pins 7-8 


Note: The EVM is shipped without a jumper installed on JP1. 


3.3 TMS320C54x I/O Interface 
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The EVM supports two communications channels configured as six I/O ports 
for host/target communication and sixteen I/O ports for user expansion. 


Port usage is summarized as follows: 


(j Sixteen parallel I/O ports (PIO) are for applications and are available on 
the parallel expansion connector J1, an industry standard 64-pin female 
DIN connector. The I/O port address, control, and data signals are buff- 
ered. You can extend the I/O wait states with the READY signal. 


(1 The host/target message communication system provides a simple 
means to pass data between the target and host while maintaining real- 
time operation. The message protocol is user-defined. The system can be 
interrupt-driven, polled, or a mixture of the two. Channels A and B can be 
used to pass information between the host and target: 


m Channel Ais asingle 16-bit bidirectional register mapped into two I/O 
port locations. Both locations are identical for reads. Target writes to 
location 0x0010 generate a host interrupt only if the host control bit 
ATIE is set. Target writes to location 0x0011 generate a host interrupt 
regardless of the value of ATIE. The only exception to this is when both 
ATIE and BTIE have been zero since the last interrupt was serviced. In 
this case, itis necessary to cycle either ATIE or BTIE high and then low 
in order to use this feature (target write generating a host interrupt). 


TMS320C54x I/O Interface 


m Channel B is a single, bidirectional, 64-deep, first-in first-out (FIFO) 
buffer that is also mapped into two I/O port locations. Both locations 
are identical for reads. If the host control bit BTIE is set, writes to either 
location that fill the buffer generate a host interrupt. If BTIE is set, 
writes to port 0x0013 generate a host interrupt whether the FIFO 
buffer is full or not. 


You can use channels A and B independently or together. 


“1 Astatus |/O port is for target control and provides general-purpose con- 
trol, status, and discrete bit I/O. USRBINO and USRBIN1, and USRBOTO, 
USRBOT1, and USRBOT2 are discrete TTL-compatible inputs and 
outputs, respectively, that are available for use on the expansion connec- 
tors. Inputs are pulled high with 4.7K resistors. 


All I/O accesses require at least two wait states; use the ’C54x software-pro- 
grammable wait-state generator to provide these wait states. Refer to the 
TMS320C54x User’s Guide for information about the software-programmable 


wait-state generator. 


Table 3-5 shows target I/O port usage. 


Table 3-5. ’C54x Port Usage 
Port Address 
0x0000-0x000F 
0x0010 
0x0011 
0x0012 
0x0013 
0x0014 
0x0015 
0x0016-OxFFFF 


Name 

PIO 
Channel A 
Channel A 
Channel B 
Channel B 
Status 
Reserved 


Reserved 


Usage 

User expansion 
Communications 
Communications 
Communications 
Communications 
Target status/control 
Reserved 


Reserved 


The target control register is shown in Figure 3-2; the bit definitions are shown 
in Table 3-6. See Section 3.4 on page 3-9 for details of host/target commu- 


nications. 


Figure 3-2. Target Control Register 


15 
AIC- 
RST 
R/W 


Note: Writes to read-only bits have no effect. 


R/W R/W R/W 


14 13 12 11 10 9 8 
USR- USR- USR- 


7 6 5 4 3 2 1 0 
USR- USR- 
BRST BXST ARST | AXST 
R R R R R R R R 
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Table 3-6. Target Control Register Definitions 


Bit 
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Name 


AXST 


ARST 


BXST 


BRST 


USRBINO 
USRBIN1 


USRBOTO 
USRBOT1 
USRBOT2 


AICRST 


Description 


ChannelA transmit status. If AXST = 1, the target has written to its channel A register. The 
AXST flag is cleared when the host reads channel A. 


Channel A receive status. If ARST = 1, the host has written to its channel A register. The 
ARST flag is cleared when the target reads channel A. 


Channel B transmit status: 


Bit 3 Bit2 Channel B Transmit Status 
0 0 buffer empty 
0 1 buffer less than half full 
1 1 buffer half or more full 
1 0 buffer full 


Channel B receive status: 


Bit 5 Bit 4 Channel B Receive Status 
0 0 buffer empty 
0 1 buffer less than half full 
1 1 buffer half or more full 
1 0 buffer full 


User discrete input bit 0 
User discrete input bit 1 
Reserved 

Reserved 

Reserved 

Reserved 

User discrete output bit 0 
User discrete output bit 1 
User discrete output bit 2 


If AICRST = 0, the analog interface circuit is reset. 
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Table 3-7 shows the I/O expansion connector J1 pin assignments. 


Table 3—7. I/O Expansion Bus Signals 


Row ColumnA 


oO Oo NN ODO oO FR WO PB =| 


a oo GO 
oOo a fF wo PF + CO 


3.4 Host/Target Communications 


+5 
GND 
GND 
XR/W 
XIS 
XA0 
XA2 
GND 
IDO 
ID2 
ID4 
ID6 
GND 
ID8 
ID10 
ID12 


Column B 
+5 
XCLKOUT 
GND 
XIOSTRB 
READY 
XA1 

XA3 

GND 

ID1 

ID3 

ID5 

ID7 

GND 

ID9 

ID11 

ID13 


Row 


Column A 
ID14 

GND 

INTO 

NMI 
X1BIO 
TOUT 
USRBOT2 
USRBOTO 
GND 
CLKRO 
DRO 
FSRO 


Column B 
ID15 
GND 
INT3 
IACK 

XF 
USRBINO 
USRBIN1 
USRBOT1 
GND 
CLKXO 
DX0 
FSXO 
GND 

+5 
RESET 
-12 


The ’C54x EVM has two independent communication channels, A and B, 
through which the host and target can communicate. Features of host and tar- 
get communications include: 


L 


L 


Two-way, independent transfer. Both channels are bidirectional and fully 


independent. 


Equal status for host and target. There is no master/slave relationship be- 
tween the host and the target. Both parties are equal under the specifica- 


tion. 


Polled or interrupt-driven channels. Both channels can be polled or 


interrupt-driven. 
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L 


Mutual status flag availability. In general, status flags for both the host and 
target sides are available to both the host and the target (the exception is 
BRST2, which is only available on the host side). See Table 3-3 on page 
3-5 and Table 3-6 on page 3-8. 


Individually maskable interrupts on the target side. Target interrupts use 
separate interrupts: INT1 for channel A and INT2 for channel B. Both inter- 
rupts are individually maskable in the IMR register. Refer to the 
TMS320C54x User’s Guide for more details. 


Individually enabled channels on the host side. Both channels must share 
a single host interrupt (selected by JP1; see Table 3—4 on page 3-6) but 
are individually enabled by the host by setting the ATIE bits for channel A 
or the BTIE bits for channel B in the host control register. See Table 3-3 
on page 3-5. 


Unqueued interrupts. Interrupts are not queued. Both the host and target 
interrupts stay active until the host or target reads from the channel that 
caused the interrupt. 


Handshake-free. Handshaking between the host and targetis not required 
to pass information. When the corresponding read/write operations are 
complete, the appropriate flags are changed automatically. 


Automatic overwrites. Writes to channel A, a single-word buffer, overwrite 
the previous contents of the buffer, regardless of whether the data has 
been read by the other side. 


Immediate data availability. Data written to channel B, a 64-word buffer, 
is available immediately to the other side on a first-in first-out (FIFO) basis. 
Data written when the buffer is full will be lost. Once the receiving side 
reads a word, that space is then available. Essentially, channel B is a 
bidirectional queue implemented as circular lists of length 64. 


Example 3-1 shows the transmission of 47 16-bit words of data and com- 
mands from the host to the target. Example 3-2 illustrates the transfer of a 
continuous data stream from the host to the target; the results are sent back 
to the host. 


Since software development is constantly changing and growing, you can 
keep up with the latest developments by accessing the TI 24-hour electronic 
bulletin boards (BBS) with your PC and modem (in the United States and 
Canada). The TI DSP BBS phone number is (713) 274-2323. Protocol for the 
BBS is eight data bits, one stop bit, and no parity. 


Host/Target Communications 


Example 3—1.Sending 47 16-Bit Words of Data and Commands From Host to Target Using 


Note: 


Channel B 


Host Action 


Target Action 


Target program initializes and is 
ready to handle an INT2. 


Host resets the host/target inter- 
face by writing to offset 0x080A, 
taking care to _ preserve/set 
appropriate control bits. This 
should always be the first action 
taken. Note that, in effect, this is 
done at hard reset (power up) but 
not at (EVM) soft reset when the 
debugger comes up. 


Host writes 46 data words to 
channel B (offset 0x0804). 


Host writes one data word to 
channel B (offset 0x0806). 


Interrupt occurs 


receives an_ interrupt 


Target 
(INT2). 


reads 47 words from 


Target 
channel B (I/O port 0x0012). 


| eee 


Host polls the status register for 
channel B empty. 


% 


y 


Return from 
interrupt 


The solid lines represent the data flow, and the dashed lines represent the program flow. 
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Host/Target Communications 


Example 3-2. Transmitting a Continuous Data Stream From Host to Target, Then Sending 
Results Back to Host Using Channel A 


4 


Host Action ( Target Action 


Host resets the host/target inter- 
face by writing to offset 0x080A, 
taking care to preserve/set appro- 
priate control bits. This should 


always be the first action taken. 
Note that, in effect, this is done at 
hard reset (power up) but not at 
(EVM) soft reset when the debug- 
ger comes up. 


>| 
v 

Host gets one word for target. 
v 


Hostwrites one data word to chan- 


Target is polling for ARST = 1. 


nel A (offset 0x0800). 


Target reads channel A (port 
0x0010). 


Target processes one word from 
host. 


vey 
Target sends result word to host 
by writing to port 0x0010. 

ie 


v 


Host polls for ARST = 1. 


‘al 
Hosts reads channel A at offset 
0x0800. 


v 
Host processes result from target. 
| 


. y 


Note: The solid lines represent the data flow, and the dashed lines represent the program flow. 
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3.5 External Serial Port 


The EVM provides one external serial port interface by means of a 10-pin 
header accessible at the rear of the PC. The serial port interface is connected 
directly to C541 serial port 0. Table 3-8 shows the pin assignments for the se- 
rial port interface. 


Table 3—8. External Serial Port Signals 


Pin Signal 
1 GND 
FSRO 
CLKXO 
DRO 
DX0 
X2BIO 
FSXO 
XF 


oO Oo NN ODO oO FR WO PD 


CLKRO 


= 
oO 


GND 
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3.6 Analog Interface 


Analog input 


The ’C54x EVM provides a single channel of voice-band analog input and out- 
put with programmable filtering, scaling, and sampling based on the 
TLC320AC01 analog interface circuit. 


Features of the analog interface circuit include: 
L1 14-bit analog-to-digital/digital-to-analog (with 16 bits of dynamic range) 


Programmable sample rate (up to 43.2kHz) 


iz 
(J Programmable +3V full scale input 
iz 


Programmable +8V full scale output into 300 ohms 
or 


Can drive an 8-ohm speaker directly (jumper-selectable) 
(j Programmable anti-aliasing and reconstruction filters 


The analog interface circuit is hard-wired in master/standalone mode with 
PWRDWN pulled high. The target control register (see Table 3-6 on page 
3-8) controls the analog interface circuit reset and powers up low. 


For applications that use the analog interface circuit, you must set the AICRST 
signal high before the analog interface circuit will operate. The analog inter- 
face circuit interfaces directly to the ’C54x via serial port 1 and generates FS 
and CLK for both transmit and receive. Clock signals for serial interface and 
filters are derived from the MCLK input, which comes from a 10.368-MHz crys- 
tal oscillator. 


The analog input for the analog interface circuit is taken from the external con- 
nector J4, prefiltered, buffered, referred to ADCMID and fed to the analog inter- 
face circuit IN differential inputs. 


The analog interface circuit has two sets of inputs, IN and AUXIN, which are 
software-selectable. The IN signals are the default and are DC-coupled to the 
analog interface circuit with a gain of one. The AUXIN channel is AC-coupled 
with a gain of ten, which is useful for small signals such as those taken directly 
from a microphone. 


On either channel, you can increase input sensitivity two or four times through 
software. For complete instructions on how to do this, refer to the 
TLC320ACO01 Data Manual. 


Analog output 


Analog Interface / Emulation Interface 


Analog output (J5) is jumper-selectable (JP3) between one of two sources. 


JP3 in the lower position (pins 2 and 3) selects ground-referenced analog in- 
terface circuit output. This output will drive +3V full scale into a minimum of 
300 ohms. You should find this more than adequate to drive most line-level au- 
dio component inputs. 


You may reduce full-scale output two or four times through software. This mea- 
sure is recommended when driving stereophonic equipment. For more com- 
plete instructions, refer to the TLC320AC01 Data Manual. 


To drive speakers as low as 4 ohms directly, put JP3 in the upper position 
(pins 1 and 2) to select amplified output from a LM386 audio power amplifier. 


3.7 Emulation Interface 


The 74ACT8990 test bus controller (U23) provides the EVM emulation inter- 
face. The test bus controller connects directly to the 'C54x JTAG emulation 
port. The host interfaces to the test bus controller through 32 16-bit I/O 
mapped registers. The JTAG test clock (TCK) to the test bus controller is taken 
from the 10.368 crystal oscillator (U25) that drives the analog interface circuit. 


The emulation interface and host/target communications interface can oper- 
ate independently. The emulation interface features include: 


(J Emulation supported without external cabling, monitor software, or con- 
sumption of user resources 


_j) Easy access to the ’C54x high-level language debuggers, factory testing, 
field diagnostics, etc. 


L1 No system boot-ROM requirement. The host can download all necessary 
program files or data through the emulation port. 


The EVM was designed so that you can debug a’C54x application in conjunc- 
tion with a host application. The only resource shared between the ’C54x de- 
bugger and host/target communications interface is the RESET bit of the host 
control register. 


When you invoke a reset command within the debugger, the RESET bit is 
toggled high and then low to reset the EVM. 


Do not reset the EVM outside of the debugger once you have invoked the de- 
bugger. To do so will take the 'C54x out of emulation mode. 
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3.8 Applications Considerations 


Shared resources 


Analog output 


The ’C54x EVM provides your application with numerous resources, some of 
which are shared. 


In order to function properly, the application must coordinate use of these re- 
sources: 


(1 Hostconirol register. Your application and C source debugger share the 
RESET bit in this register. The reset command in the debugger cycles this 
bit high and then low, resetting the EVM. The application program on the 
host should not reset the EVM when the debugger is running. This will in- 
terfere with debugger operation. 


) BIO signal. Three sources are gated together to form the ’C54x BIO sig- 
nal: X1BIO located on connector J1, X2BIO located on connector J3, and 
HBIO located in the host control register. If any of these signals are low, 
the processor BIO signal is low, effectively disabling the other signals. 


_) XF signal. The XF signal from the ’C54x is routed to both J1 and J3 unbuf- 
fered. 


_) Serial port. The EVM provides one external serial port interface by means 
of a 10-pin header accessible at the rear of the PC. The ’C54x serial port 
0 is routed to both J1 and J3. 


You can use the analog output connector, J5, to drive a low-impedance load 
such as a speaker (JP3 in upper position, pins 1 and 2) or a high-impedance 
load (8300 ohms or more) such as a stereo amplifier. 


When set to drive a high-impedance load (JP3 in lower position, pins 2 and 3), 
the full-scale output from the EVM is that of the analog interface circuit. This, 
by default, is +3V, which is well above what most audio components will han- 
dle without distortion or clipping. 


To avoid potential distortion, reduce the full scale analog interface circuit out- 
put to --0.75V and ensure that JP3 is set to match the load being driven. 


Parallel /O 


Applications Considerations 


The parallel I/O available on J1 is buffered such that it requires at least two wait 
states in order to meet system timing requirements. External parallel I/O de- 
vices connected to J1 may require extra wait states or use of the READY sig- 
nal. Be sure to observe system timing requirements when connecting external 
parallel I/O devices. For more information on timing and automatic wait-state 
generation, refer to the TMS320C 54x User’s Guide. 
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TMS320C54x EVM PAL Equations 


This appendix contains the programmable logic source for the ’C54x EVM 
PALS. These PAL equations were compiled with DATA I/O ABEL version 4.0 
with per-pin autopolarity optimization. 


Topic Page 
ASI IOSt DD CCOGC veretercteteneyete rete tetereyeteteteteteysveretetcteneieyeretetsyereiayeteteteyeystetsielyenerstet= A-2 
Az2) (Host{Controll! Strobes acter tetera ai-yepe yee veva evade yet euevere evetetetelatetatey=rateyatereres A-4 
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A.1 Host Decode 


module Host_Address_Decode 


title ’ 
DWG. NAME TMS320C5xx EVM 
ASSY # D6é00100-0001 
PAL # U17, 100* 
COMPANY TEXAS INSTRUMENTS INCORPORATED 
ENGR GREG LOREK 
DATE 12/21/94" 
ul7 device ’P16L8’; 
had pin 1; “inputs 
had pin 2; 
ha6é pin SF 
ha7 pin 4; 
has pin DF 
ha9 pin 6; 
halo pin ie 
hall pin &S: 
bhe_ pin 9} 
haen_ pin 11; 
mapsel0O pin 13; 
mapsell pin 14; 
Lol6_ pin 12; “outputs 
usrsel_ pin 16; 
emusel_ pin dT 
card_ pin 18; 
addr [halil,hal0,ha9,has,;ha/y,ha6,;ha5, .X.5 .X.> «Bey eBay Xs ] 3 
map = [mapsel0,mapsell]; 
@radix 16; 
equations 
'usrsel_ = !haen_ & !bhe_ & !ha0 & 
( ((map==0) & (addr >= 0a40) & (addr < 0a60)) 
# ((map==1) & (addr >= 0a80) & (addr < Oaa0)) 
# ((map==2) & (addr >= 0b20) & (addr < 0b40)) 
((map==3) & (addr >= 0b40) & (addr < Ob60)) ); 
'emusel_ = !haen_ & !bhe_ & !ha0O & 
( ((map==0) & (addr >= 0240) & (addr < 0260) ) 
((map==0) & (addr >= 0640) & (addr < 0660) ) 
# ((map==1) & (addr >= 0280) & (addr < 02a0) ) 
# ((map==1) & (addr >= 0680) & (addr < 06a0) ) 
((map==2) & (addr >= 0320) & (addr < 0340) ) 
((map==2) & (addr >= 0720) & (addr < 0740)) 
# ((map==3) & (addr >= 0340) & (addr < 0360)) 
# ((map==3) & (addr >= 0740) & (addr < 0760)) ); 
'card_ = !usrsel_ # !emusel_; 
iol6_ = 0; 
iol6_.0e = !card_; 


Host Decode 
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end 
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A.2 Host Control Strobes 


module Host_Control_Strobes 


title ’ 
DWG. NAME TMS320C5xx 
ASSY # D600100-000 
PAL # U13, 100* 
COMPANY TEXAS INSTR 
ENGR GREG LOREK 
DATE 12/21/94" 
u13 device ‘Pl 
hal pin lt 
ha2 pin 23 
ha3 pin 3; 
ha4 pin 4; 
usrsel_ pin 53 
iord_ pin 6; 
lowr_ pin a3 
hreset_ pin 8; 
hard_ pin 12; 
hawr_ pin 133 
hbrd_ pin 14; 
hbwr_ pin 15? 
hbwrs_ pin 16; 
hstrd_ pin 17; 
hstwr_ pin 18; 
hstwrs_ pin 19; 
addr = [ha4,ha3,ha2 
ard = hard_; 
awr = hawr_; 
brd = hbrd_; 
bwr = hbwr_; 
bws = hbwrs_; 
srd = hstrd_; 
swr = hstwr_; 
sws = hstwrs_; 
@radix 16; 
equations 
'hard_ 'usrsel_ 
'hawr_ = !usrsel_ 
'hbrd_ = !usrsel_ 
'hhwr_ = !usrsel_ 
'hbwrs_ = !usrsel_ 
'hstrd_ = !usrsel_ 
'hstwr_ = !usrsel_ 
'hstwrs_= !usrsel_ 
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618’; 

“inputs 

“outputs 

Del, «Xs 3 

& '!iord_ & (addr == 
& !iowr_ & (addr == 
& !iord_ & ((addr == 
& !iowr_ & ((addr == 
& !iowr_ & (addr == 
& !iord_ & ((addr == 
& !iowr_ & ((addr == 
& !iowr_ & (addr == 


“shorten for test vectors 


Host Control Strobes 


]) 
1; 
li 


-—> [ard,awr,brd,bwr,bws,srd,swr, Sws 
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end 
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A.3 Target Control Strobes 


module Target_Control_Strobes 


title ’ 
DWG. NAME TMS320C5xx EVM 
ASSY # D6é00100-0001 
PAL # U19, 100* 
COMPANY TEXAS INSTRUMENTS INCORPORATED 
ENGR GREG LOREK 
DATE 12/21/94" 
ul9 device ’P16L8’; 
tad pin is “inputs 
tal pin 23 
ta2 pin 3} 
ta3 pin 4; 
ta4 pin DF 
iostb_ pin 6; 
is_. pin TF 
rw_ pin 8; 
tard pin 12; “outputs 
tawr_ pin i3y 
tawrs_ pin 14; 
tbhrd_ pin 15; 
tbhwr_ pin 16; 
tbwrs_ pin 17; 
tstrd_ pin 18; 
tstwr_ pin 19; 
addr = [ta4,ta3,ta2,tal,ta0]; “shorten names for test vectors 
ard = tard; 
awr = tawr_; 
aws = tawrs_; 
brd = tbhrd_; 
bwr = tbwr_; 
bws = tbwrs_; 
srd = tstrd_; 
Swr = tstwr_; 
@radix 16; 
equations 
tard = !iostb_ & rw_& ((addr == 10) # (addr == 11)); 
'tawr_ = !iostb_ & !rw_ & ((addr == 10) # (addr == 11)); 
'tawrs_ = !iostb_ & !rw_ & ( (addr == 11)); 
!tbrd_ = !iostb_ & rw_& ((addr == 12) # (addr == 13)); 
!tbwr_ = !iostb_ & !rw_ & ((addr == 12) # (addr == 13)); 
'tbwrs_ = !iostb_ & !rw_ & ( (addr == 13)); 
'tstrd_ = !iostb_ & rw_& ((addr == 14)); 
'tstwr_ = !iostb_ & !rw_ & ((addr == 14)); 
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test_vectors 
([iostb_, rw_, 
1 pkey 


~ 
py 
~ 


oOo OoOOO° OOO °o 
~ oN 

Or OOrREFR OOF 
~ 


end 


0 


os 


oe oO Oro: (oe eo! 


, 


1 


PRP PRPRPRP OOFRPR 


r 


1 


PRP PRPRPRP OFPFRFR 


, 


1 


PRP PROO PRER 


, 


1 


PRP CORPRP BPRER 


r 


1 


PO PRPRPRP PREHEER 


, 


i 


OF PREF BREE 


ard, awr, aws, brd, bwr, bws, srd, swr] ) 


1; 


Target Control Strobes 
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A.4 Miscellaneous Logic 


module Misc_Logic 


title ’ 
DWG. NAM 
ASSY # 
PAL # 
COMPANY 
ENGR 
DATE 


fl 


u22 


iord_ 
iowr_ 
emusel_ 
card_ 
tbcevt3 
xlbio_ 
hbio_ 
x2bio_ 
hreset 


therd_ 
tbhcewr_ 
dira 
dirb_ 
Lerst_ 
bio_ 
hreset_ 


equations 


'tbhcrd_ = 


!thewr_ 
dira 
!dirb_ 


'ttrst_ = 


!bio_ 


hreset_ 


TMS320C5xx EVM 
D6é00100-— 
U22, 100* 
TEXAS INSTRUMENTS INCORPORATED 


0001 


GREG LOREK 

12/21/94’ 

device ’P16L8’; 

pin 1; “inputs 

pin 27 

pin 33 

pin 4; 

pin 57 

pin 6; 

pin ay 

pin 8; 

pin 9; 

pin 12; “outputs 

pin 13; 

pin 14; 

pin 5} 

pin 16; 

pin 17; 

pin 19; 

= !iord_ & !emusel_; 

= !iowr_ & !emusel_; 

= liord_ & !card_; 

= !tiowr_ & !card_ # card_; 
tbhcevt3; 


Ixlbio_ # !x2bio_ # !hbio_; 


= !'hreset; 
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test_vectors 


( 


test_vectors 


test_vectors 


=~ 


test_vectors 


end 


[hreset] -> [hreset_ 
1 j]-> [ 0 
Q@ Jj => 1 


~ 


~ 


iord_,iowr_,emusel_,card_] -> [tbcrd_,tbcwr_,dira,dirb_ 
Ly 2-5 1 1 —-> [ 1 1 , 0 0 
0 , L ; 1 1 —-> [ 1 1 , 0 0 
yy 0. 7 1 1 —-> [ 1 1 , 0 0 
1 >; @ GY 1 0 —> [— 1 1 7 0 1 
O: 2g -a % 1 0 —> [— 1 1 ye JL 1 
LL ~ O = 1 0 => 1 nr «0 0 
1» dd ,; 0 0 +> [— 1 1 , 0 1 
O. ~~ do ¢ 0 0 —> [ 0 I a 1 
Ly OP 1% 0 0 => 1 0 x 0 0 
[tbcevt3] -> [ttrst_]) 
i ] => [ 0 : 
0 J => [ 1 : 
[xlbio_,x2bio_,hbio -> [bio_]) 
1 ; i , 1 j)->> —1 ]; 
0 a e 2 —> [0 ]; 
1 , 0 rol —-> [0 ]; 
1 , 2 , 0 —-> [0 ]; 


Miscellaneous Logic 
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A.5 Host Interrupt Logic 


module Host_Interrupt 


title ’ 
DWG. NAME TMS320C5xx EVM 
ASSY # D6é00100-0001 
PAL # U18, 100* 
COMPANY TEXAS INSTRUMENTS INCORPORATI 
ENGR GREG LOREK 
DATE 12/21/94" 
uls device ’P16R4’; 
clk pin is "inputs 
atie pin 2 
btie pin 3f 
tard pin 4; 
tawr_ pin 53 
tawrs_ pin 6; 
tbwrs_ pin i? 
hard_ pin 8; 
hbrd_ pin 9; 
oe_ pin Lis 
hstwrs_ pin DDS 
thfull_ pin 13; 
q0d pin 14; “outputs 
harst pin 5; 
q2 pin 16; 
hintgq pin 17; 
hint pin 18; 
tardf_ pin Los 
flag_clear = ADOOs "states 
write = “b01; 
flag_set = “bli; 
read “b10; 
idle = HOO % 
aint = “p01; 
wait = “bili; 
bint = “b10; 
equations 
[q0,harst,q2,hintq].c = clk; 
[q0,harst,q2,hintq].oe = !oe_; 
!tardf_ = tard # !hstwrs_; 
test_vectors 
([tard, hstwrs_] -> [tardf_]) 
[ 2 y 0 ] -> [ 0 Le GL 
bh ale cg 1 J-=> [ 0 1; 
fr O 0 Jic=> [0 ]; 
[ 0 , 1 Jose [. 2 ]; 
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state_diagram [harst,q0] 
State flag_clear: 


if ('hstwrs_) then goto flag_clear else 
if ('tawr_) then goto write 
else goto flag_clear; 


State write: 


if ('hstwrs_) then goto flag_clear else 
if (!tawr_) then goto write 
else goto flag_set; 


State flag_set: 


if ('hstwrs_) then goto flag_clear else 
if ('hard_) then goto read 
else goto flag_set; 


State read: 


if ('hstwrs_) then goto flag_clear else 
if ('thard_) then goto read 
else goto flag_clear; 


test_vectors 


( 


clk,oe_,hstwrs_,tawr_,hard_] -> [harst,q0]) 
sGeg OB 4 0 : dg 1 ] -> flag_clear; 
Cieg- OF 7 1 ‘ 1 , 1 Jj -> flag_clear; 
2Gap OF 1 , O y 1 -> write; 

Caz Oy 1 , O 4 1 -> write; 

Gey O r 1 y 1 ] -> flag_set; 
e@eg OD 4 iL P dL. oy 1 ] -> flag_set; 
tGsy Oy sl Z 1 , 0 -> read; 

seeg. OS 1. i, : ew 0 -> read; 

Cay O 7 1 , 1 , 1 Jj -> flag_clear; 
seug. O F 0 , O y 1 j] -> flag_clear; 
ing Oo; 1 ; 1 , 1 Jj -> flag_clear; 
uCing <Oo s 1 a. Or ty 1 -> write; 

‘Gay Oly 0 , 0, 1 j] -> flag_clear; 
sCiy OC x 0 5 OG 1 j] -> flag_clear; 
sap OO 3 1 , O -y 1 -> write; 

gcsy 0) -% 7 LL. ¢ 1 j] -> flag_set; 
Gay O % i 5 Ly 1 j] -> flag_set; 
Geox DO 3 0 ; 1. oy 0 j -> flag_clear; 
sGsy OD > ; OC ¢ if -—> write; 

Gey Oy ; Ll y 1 j] -> flag_set; 
sey Oy 0 P 1” y ] -> flag_clear; 
sCep Ory 1 7, O y 1 -> write; 

Caz Oy 1 , O y 1 -> write; 

esx Ol > ; Lo 1 j] -> flag_set; 
sex OD 4 1 é dy 1 ] -> flag_set; 
sGuy O 3 1 ‘ 1. gs 0 -> read; 

sCicy Ol 5 0 Ze dy 0 j -> flag_clear; 


Ws 


"14 


"19 


#23 


"26 


Host Interrupt Logic 
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Host Interrupt Logic 


state_diagram [hintq,q2] 
State idle: 
hint.oe = 1; 
hint = 0; 
if ('hstwrs_) then goto idle else 


if (atie & !tawr_ # !tawrs_) then goto aint else 
if (btie & (!tbwrs_ # !thfull_)) then goto bint else 


goto idle; 


State aint: 
hint.oe = 0; 
hint = 1; 
if ('!hstwrs_) then goto wait else 
if ('hard_) then goto wait else 
goto aint; 


State bint: 
hint.oe = 0; 
hint = 1; 
if ('hstwrs_) then goto wait else 
if ('hbrd_) then goto wait else 
goto bint; 


State wait: 
hint.oe = 0; 
hint = 1; 
if ('hstwrs_) then goto wait else 
if (!hard_ # !hbrd_) then goto wait else 
if ( (atie # btie) & !(btie & !thfull_) ) 
goto wait 


then goto idle else 


Host Interrupt Logic 


test_vectors 


([clk,oe_,hstwrs_,atie,tawr_,tawrs_,hard_,hbrd_] -> [[hintq,q2],hint]) 
«Gig O 7 0 ~y Loy, Ly» 2 ge ole go A el SS eka we lZ "32 
eGag Oe 7 1 a. df whl -g al , lL >» tL J => [tdle, 0 ]; 
sCog 07 0 , sy a 7 & , l , 1 J -> [idle, 0 ]; 
sGsy Oy i ‘ Oy Ls» 0 7 Oo ., 1 j => [aint,.2.]3 
Cex, Oly 1. ; 0: vy aL ‘ yD = 1 j] => [aint,.2z.]>; 
say OD > ; O ; dl oh ; OG. ; 1 ] => [wait,.2.]; 

Gey O yg iL ; 0. 5 1 sy 1 ‘ G y 1 j] => [wait,.z.]; 
sap OF; dl - re 2. cy al gp dy» OO J => [want,.2.]5 
“Gay OD 7 1 x Ly, Loy 2 , l , 1 J -> [idle, 0 ]; 
#Gig Oo 7 iA. O43 0 | @& » LL >» L J => [idle, 0 ]; "Al 
eGiy O > iL 7, Ly OO 7 2 x; O » A J => faint, .2.]7 
Seog OG 7 dy 0 » i 4 L > 1 | => [aint, «2.] + 
e@ey O 5 1 k Ll; : er 1 ; G  ; 1 j] => [wait,.z.]; 
Cie OF 5 il eo. dy -do ge 6 , l , 1 J -> [idle, 0 ]; 
ss, 0 iL i Ly O 4 if Z Ly 1 Jj => [eint, .2.]3 
Gey O y 0 ; Ls 1 _» 1 ; IL oy 1 j] => [wait,.z.]; 
Scsy OM, 0 ; : L- » i : LL > 1 Jj -> [wait,.z.]; 
sGiy O 7 1 x Lx Ace Ff , ll , 1 J -> [idle, 0 ]; 
test_vectors 
([clk,oe_,hstwrs_,btie,tbwrs_,thfull_,tawrs_,hard_,hbrd_] -> [[hintq,q2],hint]) 
[.c:, 0 ; 1 ¢ 40.4: i 1 p RE , ll , 1 J -> [idle, 0 ]; "50 
Pee OF; 1 ~, ah 0 7 1 : 1 7 to», L Jj => (bint; 2. ]3 
[sCay O 5 al g de 7 1 7 alt ; 1 7 dL yg LL J => fbant,;.2..]+ 
[eCis.g Ob ¥ Al po ag 1 ; 1 7 1 7 1 », O J => [wait,.2.]; 
Le@sy O 1 nah gy il 7 1 , 1 , 1 ;, QO J => [wait,.z.]; 
[.c:;, 0 , 1 7, Ly 2 9 1 7, 2 , l , 1 Jj] -> [idle, 0 ]; 
E<6s7 0); 1 ge Wege th ; 0 em aL , ll , 1 J -> [idle, 0 ]; 156 
[eGtege Oi, 1 ; ay 1 , 0 F 1 ; 1 , 1 J] -> [bint,.z.]; 
[Cis.g “OO 4 0 pe ak Jy 1 ‘ T , 1 ; 1 », LL J] = [watt,;.2.]; 
[cy OF z 0 gp dL ¥ 1 , al 7 1 , 1 », L J => [wait,.z2.]; 
[<Ci, (0; 1 pe oy 7 0 x , lL , 0 J -> [wait,.z.]; 
Fees, Ol; 1 y dh 1 7 0 : 1 - 1 , L Jj => [wait,;.z.]; 
[eCi7 O., 1 x Ly tt A 1 ~ 1 yr L 7 L J] -=> [2dle, 0]; 


end 
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A.6 Target Interrupt Logic 


module Target_Interrupt 


title ’ 
DWG. NAME TMS320C5xx EVM 
ASSY # D600100-0001 
PAL # U14, 100* 
COMPANY TEXAS INSTRUMENTS INCORPORATED 
ENGR GREG LOREK 
DATE 12/21/94" 
ul4 device '’P16R4’; 
clk pin alt "inputs 
tbwrs_ pin 2: 
hbrd_ pin 33 
hstwrs_ pin 4; 
hbwrs_ pin 5: 
tbhrd_ pin 6; 
htfull_ pin V3 
htepty_ pin 8; 
thfull_ pin 9; 
oe_ pin Las 
thepty_ pin 12; 
int2_ pin 14; “outputs 
ql pin 1D); 
q2 pin 16; 
hbrst2 pin alae 
hbxstO pin 18; 
tbxstO pin 19s 
idle = “bli; “states 
write = “pol; 
int = “b00; 
full = “b10; 
flag_clear = ADOOS 
flag_set = “EO ¢ 
wait = “bil; 
read = *b1L0¥ 
equations 
{int2_,ql,q2,hbrst2].c = clk; 
[int2_,ql,q2,hbrst2].oe = !oe_; 


tbxstO = thfull_ & thepty_; 
hbxstO = htfull_ & htepty_; 


test_vectors 


({[thfull_,thepty_] -> [tbxst0]) 


] 
[ 1 , 1 ]-> [ 1 od; 
[ 0 , 1 ]-> [ 0 od; 
[ 1 D 0 I) ser 0 dl; 
[ 0 , 0 ]-> [ 0 od; 


Target Interrupt Logic 


test_vectors 


({htfull_,htepty_] -> [hbxst0]) 
[ 1 , 1 J => I 1 i "5 
[ 0 , 1 Js | 0 i 
[ 1 , 0 | 0 : 
[ 0 , 0 J] —-> [ 0 


state_diagram [hbrst2,q2] 
State flag_clear: 
if ('hstwrs_) then goto flag_clear else 
if (!tbwrs_) then goto flag_set else 
goto flag_clear; 


State flag_set: 
if ('hstwrs_) then goto flag_clear else 
if (!tbwrs_) then goto flag_set else 
if ( hbrd_) then goto wait else 
goto flag_set; 


State wait: 
if ('hstwrs_) then goto flag_clear else 
if ('hbrd_) then goto read else 
goto wait; 


State read: 
if ('hstwrs_) then goto flag_clear else 
if ('hbrd_) then goto read else 
goto flag_clear; 


test_vectors 


([clk, ce_,hstwrs_,tbwrs_,hbrd -> [hbrst2,q2]) 
sCey OO > 0 P iL ; 1 -> flag_clear; ie 
Gay O 7 1 F He j 1 -> flag_clear; 
Gey O y il 5 0 ; 1 -> flag_set; 
Ga, OD 3 A. ; 0 ; 1 -> flag_set; 
Cap ONG 1 ; 1 ; 0 -> flag_set; 
G7 On; 1 7 a , 1 —-> wait; 
City Ov <7 1 7 i i 1 —-> wait; 
Gey O | 1 ‘ A, 5 QO Jj -> read; 
Gay O | iL. i 1 5 QO Jj -> read; 
Cay O 4 1 7 1 j 1 -> flag_clear; 
Gey Oy 1 F 0 ; 1 -> flag_set; "19 

x Oy 0 ; 0 ; 1 -> flag_clear; 

Gey, Oy 1 5 0 ; AD -> flag_set; 
Gog Ov; 1 r 1 , als -—> wait; 
sy OG 0 , 0 ; 1 -> flag_clear; 
Ge, Oy 1 5 0 ; 1 -> flag_set; 
Gog Or; 1 a. 71 , 1 -—> wait; 
sGag OF 0 , 0 ; 0 -> flag_clear; 
sees. 0 » iL 7 0 , 1 -> flag_set; 
Cie OZ 1 r, Ll ij 1 -> wait; 
sGiuy O 5 1 ‘ di; ; 0 -> read; 
sCicy Oi 5 0 al ; 0 -> flag_clear; 
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state_diagram [ql,int2_] 
State idle: 

if ('hstwrs_) then goto idle else 

if ('htfull_) then goto full else 

if ('hbwrs_) then goto write else 

goto idle; 


State write: 
if ('!hstwrs_) then goto idle else 
if ('hbwrs_) then goto write else 
goto int; 


State int: 
if ('hstwrs_) then goto idle else 
if ('htfull_) then goto full else 
if (!tbrd_) then goto idle else 
goto int; 


State full: 
if ('htfull_) then goto full else 
uo if ('hstwrs_) then goto idle else 'hstwrs_ => htfull_ 
goto idle; 


test_vectors 
([clk,oe_,hstwrs_,htfull_,hbwrs_,tbrd_] -> [ql,int2_]) 


ey (OL 0 7 1 i di .% all -—> idle; m3. 
LeGug DO iL 7 1 ¥ i .¥ a —-> idle; 

[wig 10K y 1 , 1 ; Oe 4 1 -—> write; 

[Ee@az- Oy 1 i 1 ; O- x 1 -> write; 

[e@sy Oy 1 é a, ; L » 1 => int; 

Lvexg Og 1 7 1 , Lg 1 => int; 

LeGeg O x IL 7 1 , i .y 0 -—> idle; 

[iG Oey 1 , 1 , Oo ., 1 —> write; 138. 
Penge Og iL 7 1 ; i 4 0 => ints 

Lyvcy, 0) g HD 7 0 , tL oy 0 => full 

LeCazy O yg 1 ; 0 ; Ly a: =>. Hulls 

[wGu, Oy 1 Z 1 ‘ Lng 1 -> idle; 

[3s Ce, Oy 1 7 0 F Tt 5. 2 -> full; “43 
[eGisg Oy 1 é 1 ; 1 , 1 -> idle; 

[Cig 20-47 1 7 1 ; Oo, 1 -> write; 

[.Gs,. Oy 1 i 1 ; i 3 0 => int? 

[vein Oy 0 7 1 7 L ¥ ue —-> idle; 

[Gig 0.7 1 ; 1 ; Oo , 1 -> write; 

[e@sg 0g 0 7 1 , L oy i —-> idle; 

[eejo OF, 1 1 0 ; Ig. —> full; "5.0 
[sissy Oy 0 7 0 7 Ly 1 => full; 

Pty Dg 0 7 1 , I 4 1 -—> idle; 


end 
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TMS320C054x EVM Schematics 


This appendix contains the schematics for the TMS320C54x EVM. 
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